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دراسة الى تحديد المناطق الواعدة لتواجد المياه الجوفية باستخدام تقنيات الاستشعاار ععب باعد م  ع  التهدف 

المالومات الجغرافية مذلك مب خلال اختيار باض الاناصر الهيدرمجيولوجية المهمعة التعل لهعا تع عير علعى 

السععنو ن  ععوص ال،ععخورن لرجععة الميععولن   افععة  متتضععمب  عع  مععب ماععدل الام ععار.تواجععد الميععاه الجوفيععة 

التل تحدث فل ال،خور ميختلعف مسعتو  تع عير  ع ه ( صدمصن قواطعن فواص )ن تقاطع الشقوق الت،ريف

ميا ل لكع  عن،عر م و م سعبة  حدهالاناصر فل تواجد المياه حيث يت  رس  طبقة مم لة لك  عن،ر على 

   افععة ن% 42ن   افععة المجععار  الما يععة % 42ل،ععخور ن  ععوص ا% 42الميععول لرجععة )فععل مسععتو  التعع عير 

مععععب طريعععق لمعععت متكامععع  تلعععك ال بقعععات  %(48تقعععاطع الشعععقوق ال،عععخرية   افعععة ن % 42الام عععار 

) الموضوعية يت  ا تاج خري ة توضع  المنعاطق الواععدة لتواجعد الميعاه الجوفيعة مياعيب لهعا لرجعة ت،عنيف 

المتوسعط )مجمع  المنعاطق الواععدة  ذات الت،عنيف  ماظهعرت النتعا ت او(.منخفض ن متوسط ن ععالل 

مععب اجمععالل مسععاحة الحععو  متتر عع  فععل رماسعع  الوليععاو %  4412 بتم عع  مععا يقععار( مالاععالل

اعلعل مال  مجعاري ن اعلعل ممنت،عف )مأج اء مب مناطق ال،خور المتشعققة متلعك المنعاطق  عل

الر يسل قب  القاطع العل ياتبعر مال   اماوناسف  مال  الخرارن اعلل مال  ر جاو ماسف  الوال  

بم ابة السعد الممتعد معب جهعة الغعرب العل الشعرق مالع   يامع  علعى تجمعع الميعاه الجوفيعة  مبالنسعبة 

لجولة المياه الجوفية فهل صالحة لجميع أ واص المحاصعي  ال راعيعة ب،عفة عامعة امعا لميعاه الشعرب 

ماعلعل مال  مجعاري ن ماعلعل أسف  مال  الخعرارن )فهل مقت،رة على باض أج اء الحو  فل 

 .م ل الأما ب التل تم   مناطق التغ ية فل الحو ( مال  ر جاو
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Abstract 

 

 

 
Search study aims to identify promising areas for the occurrence of groundwater 

by using remote sensing and geographic information systems in Wadi Na’man, 

Western Saudi Arabia, through the selection of some hydrogeological important 

components that have an impact on the occurrence of groundwater. It consists of 

annual rainfall, rock type, degree of slope, drainage density, the intersection of 

lineaments (fractures, joints, faults) that occur in rocks and different level of 

influence of these components in the occurrence of water where they are drawing 

layer represented by each component separately and gives each component 

weight ratio at the level of influence (the degree of slope of 24%, lithology 24%, 

density of drainage 14%, density of rainfall 20%, the density of the intersection 

of lineaments 18%) and by overlay and integration of those thematic layers are 

produced a map showing the most promising areas for the presence of 

groundwater and appoints her degree classification (low, medium, high).The 

results reveal that overall-rated promising areas (high and medium) representing 

approximately  21.5 % of the total basin area and are concentrated in sediments 

Wadis and parts of weathering rock areas and those areas are (upper stream Wadi 

Majarish, upper stream and middle stream of  Wadi Na’man, the downstream of 

the Wadi Al Kharrar, upper stream Wadi Rahjan and downstream the main Wadi 

by the cutter to be regarded as the dam stretching from the west to the east and 

who works on groundwater pool. The quality of groundwater are valid for all 

types of agricultural crops in general, either for drinking water are limited some 

parts of the catchment area (the downstream of the Wadi Al Kharrar, and the 

upper stream Wadi Majarish, and the upper stream Wadi Rahjan), which places 

that represent recharge areas of the basin. 

 


